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1
METHOD AND SYSTEM FOR MEASURING
NOISE OF A MAGNETIC HEAD

This application claims priority to Chinese Application
No. 201010240216.7, filed 23 Jul. 2010, the entire content of
which is hereby incorporated by reference.

FIELD OF THE INVENTION

The present invention relates to noise-measuring method
and system and, particularly, to a method and system for
measuring noise of a magnetic head with a magnetoresistive
(MR) read element.

BACKGROUND OF THE INVENTION

One known type of information storage device is a disk
drive device that uses magnetic media to store data and a
magnetic head that is positioned over the magnetic media to
selectively read from or write to the magnetic media.

Ordinarily, a magnetic head consists of a magnetoresistive
effect (MR) read element (Reader) and an inductive write
element (Writer), while some further include a heating unit
(Heater). Magnetic head with a magnetoresistive (MR) read
element is widely used to hard disk drive (HDD) to increase
in capacity and reduce in size. Since then, several types of MR
read element have been widely used by disk drive manufac-
turers in succession. One is anisotropic magnetoresistive
(AMR) element, which makes the angle between the magne-
tization direction and the direction of sense current flowing
through the MR element change and, in turn, cause a change
the resistance of the MR element and a corresponding change
in the sensed current or voltage. Another type is giant mag-
netoresistive (GMR) element manifesting the GMR effect.
The GMR effect is a phenomenon that the magnetoresistive
ratio (MR ratio) will change under an external magnetic field.
The GMR element comprises two ferromagnetic layers and a
non-ferromagnetic layer sandwiched between the two ferro-
magnetic layers. The resistance of the non-ferromagnetic lay-
ers varies with the magnetic moments of the ferromagnetic
layers, the conduction electrons and the spin-dependent scat-
tering. Still another type of MR sensor is tunnel magnetore-
sistive (IMR) element, which has become the mainstream
MR element due to its more remarkable change of MR ratio
by replacing AMR element and GMR element.

At each test after manufacturing the magnetic head, it is
necessary to confirm that the finished magnetic head with an
MR element is a good article and may not produce unaccept-
able noise. However there are many mechanisms generating
noise in an MR read element, some are magnetic in nature and
some are electrical in nature. The Barkhausen Noise, Random
Telegraph Noise or Popcorn Noise indicates instability in an
MR read element. Instability related noise tends to be a cata-
strophic problem rather than a contribution to background
noise that can limit SNR, thus, it is necessary to handle them
with different criteria respectively.

In the art today, different methods and systems are devel-
oped to measure noise in MR heads. The prevalent method is
to use a digitizer to convert analog signal to digital signal, and
by using a processor to analyze all original digitized signal as
a whole and hence to identify whether the magnetic head
produces noise. This conventional method does not handle
instability related noise and background noise respectively,
thus it is inadequate to identify true defects accurately. Fur-
thermore, since the noise of a magnetic head may contain
high frequency components, in order to capture such noise,
the digitizer sampling frequency needs to be high enough.
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That increases testing cost. At the same time, the huge amount
of digitized signal generated by the high speed digitizer takes
a pretty long time to transfer and process the digitized signal
and hence a processor with high processing power and
enough memory will become essential for a faster computa-
tion. This also increases testing cost. All these are not in favor
of the reduction of production costs.

In response to this, it is desired to provide a method to
handle instability related noise and background noise respec-
tively and a corresponding system to identify true defects fast
and accurately to gain better cost-effectiveness to overcome
the above-mentioned drawbacks.

SUMMARY OF THE INVENTION

One objective of the present invention is to provide a
method for measuring noise of a magnetic head with a mag-
netoresistive (MR) read element. The noise-measuring
method can handle instability related noise and background
noise respectively to identify true defects accurately and can
be easily implemented to gain better cost-effectiveness.

Another objective of the present invention is to provide a
system for measuring noise of a magnetic head with a mag-
netoresistive (MR) read element. The noise-measuring sys-
tem can handle instability related noise and background noise
respectively to identify true defects accurately and gain better
cost-effectiveness by using some lower cost devices.

To achieve above objectives, one aspect of the present
invention relates to a method for measuring noise of a mag-
netic head. The method includes setting a plurality of thresh-
old values, applying bias current or voltage to a read element
of the magnetic head, applying an external time-changing
transverse magnetic field to the magnetic head, amplifying
output signal from the read element to produce an amplified
signal, filtering the amplified signal to produce a filtered
signal, generating an enable signal for each threshold value in
a predetermined time window by a counting control means
with input signals which includes the filtered signal and the
threshold value, measuring the cumulative time duration of
each enable signal, making an amplitude-duration distribu-
tion according to the cumulative time durations and the
threshold values, and calculating a plurality of parameters
according to the amplitude-duration distribution and analyz-
ing the parameters with a plurality of predetermined criteria
to determine the defects of the magnetic head.

To achieve above objectives, another aspect of the present
invention relates to a method for measuring noise of a mag-
netic head. The method includes setting a plurality of thresh-
old values, applying bias current or voltage to a read element
of the magnetic head, applying an external constant trans-
verse magnetic field to the magnetic head, amplifying output
signal from the read element to produce an amplified signal,
filtering the amplified signal to produce a filtered signal,
generating an enable signal for each threshold value in a
predetermined time window by a counting control means
with input signals which includes the filtered signal and the
threshold value, measuring the cumulative time duration of
each enable signal, making an amplitude-duration distribu-
tion according to the cumulative time durations and the
threshold values, and calculating a plurality of parameters
according to the amplitude-duration distribution and analyz-
ing the parameters with a plurality of predetermined criteria
to determine the defects of the magnetic head.

To achieve above objectives, still another aspect of the
present invention relates to a method for measuring noise of a
magnetic head. The method includes obtaining a plurality of
first parameters, obtaining a plurality of second parameters
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and analyzing the relationship between the first parameters
and the second parameters with a plurality of predetermined
criteria to determine the defects of the magnetic head.
Wherein obtaining the first parameters by a method including
setting a plurality of first threshold values, applying first bias
current or voltage to a read element of the magnetic head,
applying an external constant transverse magnetic field to the
magnetic head, amplifying first output signal from the read
element to produce a first amplified signal, filtering the first
amplified signal to produce a first filtered signal, generating a
first enable signal for each first threshold value in a predeter-
mined first time window by a counting control means with
first input signals which includes the first filtered signal and
the first threshold value, measuring the first cumulative time
duration of each first enable signal, making a first amplitude-
duration distribution according to the first cumulative time
durations and the first threshold values, calculating the first
parameters according to the first amplitude-duration distribu-
tion and obtaining a plurality of second parameters by a
method including setting a plurality of second threshold val-
ues, applying second bias current or voltage to the read ele-
ment of the magnetic head, applying an external time-chang-
ing transverse magnetic field to the magnetic head,
amplifying second output signal from the read element to
produce a second amplified signal, filtering the second ampli-
fied signal to produce a second filtered signal, generating a
second enable signal for each second threshold value in a
predetermined second time window by the counting control
means with second input signals which includes the second
filtered signal and the second threshold value, measuring the
second cumulative time duration of each second enable sig-
nal, making a second amplitude-duration distribution accord-
ing to the second cumulative time durations and the second
threshold values, and calculating the second parameters
according to the second amplitude-duration distribution.

To achieve above objectives, yet another aspect of the
present invention relates to a system for measuring noise of a
magnetic head. the system includes a magnetic field generator
for applying an external transverse magnetic field to the mag-
netic head, a reader control unit for applying bias current or
voltage to a read element of the magnetic head, an amplifying
unit for amplifying output signal from the read element to
produce an amplified signal, a filter unit for filtering the
amplified signal to produce a filtered signal, a threshold con-
trol unit for setting a plurality of threshold values, a counting
control unit for making and outputting a plurality of enable
signals for a plurality of threshold values, a clock unit for
making clock signal, a counter unit for measuring the cumu-
lative time duration of each enable signal, an amplitude-
duration distribution processing module for generating a
amplitude-duration distribution according to the cumulative
time durations and the threshold values, and a processor for
calculating a plurality of parameters according to the ampli-
tude-duration distribution and analyzing the parameters with
a plurality of predetermined criteria to determine the defects
of the magnetic head.

In comparison with the prior art, the present invention
measures the time durations with a plurality of predetermined
thresholds to generate an amplitude-duration distribution
(histogram) in situ. For each threshold, measure the time
duration of the part of the tested signal which exceeds the
predetermined threshold, then a digitizer is not necessary any
more, some other lower cost devices can be used to imple-
ment this measurement, also, there is a significant decrease in
the amount of data and data handling time. Based on the
amplitude-duration distribution, the instability related noise
and background noise of the magnetic head can be measured
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4

respectively to identify true defects accurately. Accordingly,
the noise-measuring system can use some lower cost devices
to handle instability related noise and background noise
respectively to identify true defects accurately in shorter mea-
surement time to gain better cost-effectiveness.

Other aspects, features, and advantages of this invention
will become apparent from the following detailed description
when taken in conjunction with the accompanying drawings,
which are a part of this disclosure and which illustrate, by way
of' example, principles of this invention.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings facilitate an understanding of
the various embodiments of this invention. In such drawings:

FIG. 1 is a functional block diagram illustrating a preferred
embodiment of a system of the present invention;

FIG. 2 is a block diagram showing a single-channel count-
ing control unit according an embodiment of the present
invention;

FIG. 3 is a block diagram showing a multiple-channel
counting control unit according another embodiment of the
present invention;

FIG. 4 is a block diagram showing a multiple-channel
counting control unit with an envelope detector according
another embodiment of the present invention;

FIG. 5 is a block diagram showing a multiple-channel
counting control unit implemented by digital means accord-
ing another embodiment of the present invention;

FIG. 6 is a flow chart schematically illustrating a method
according to an embodiment of the present invention;

FIG. 7 illustrates multiple thresholds sweeping with mul-
tiple magnetic field cycles according to the method shown in
FIG. 6;

FIG. 8 illustrates how to make the amplitude-duration dis-
tribution of the tested signal according to the method shown
in FIG. 6;

FIG. 9 illustrates two amplitude-duration distributions
generated by the method shown in FIG. 6;

FIG. 10 illustrates each amplitude-duration distribution of
FIG. 9 divided into two different parts of the total population;

FIG. 11 is a flow chart schematically illustrating another
method according to an embodiment of the present invention.

DETAILED DESCRIPTION OF ILLUSTRATED
EMBODIMENTS

Various preferred embodiments of the invention will now
be described with reference to the figures, wherein like ref-
erence numerals designate similar parts throughout the vari-
ous views.

As indicated above, the present invention provides a
method and system for measuring noise of a magnetic head.
The magnetic head includes a magnetoresistive (MR) read
element, a write element and a heater.

FIG. 1 shows a functional block diagram illustrating a
preferred embodiment of a system of the present invention.
Now referring to FIG. 1, the system for measuring noise of the
magnetic head 100 including a magnetic field generator, a
reader control unit 101, an amplifying unit 106, a filter unit
107, a counting control unit 108, a counter unit 109, a thresh-
old control unit 111, a clock unit 110, an amplitude-duration
distribution processing module 113 and a processor 115.

In this embodiment, the magnetic field generator includes
an electromagnet 104 which is provided as a magnetic field
source for producing an external transverse magnetic field to
the magnetic head 100 and a magnetic field control unit 105
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for controlling the electromagnet 104. In a preferred embodi-
ment, the magnetic field source is an electromagnetic-based
field source or a permanent magnet-based field source. The
reader control unit 101 is provided for applying bias current
or voltage to the read element of the magnetic head 100.
Preferably, the system of the present invention further
includes a writer control unit 102 and a heater control unit
103, which are used for applying current or voltage to the
write element and the heater of the magnetic head 100 respec-
tively, thereby the read element being under a stressed con-
dition such that noise is generated with higher chances in
certain problematic magnetic head. The reader control unit
101, writer control unit 102 and heater control unit 103 are
controlled by a head control unit 112. The amplifying unit
106 amplifies the output signal from the read element to
produce an amplified signal which is sent to the filter unit 107.
The filter unit 107 receives the amplified signal to reject all
frequency components including the magnetic filed fre-
quency outside a band of frequencies to produce a filtered
signal. The counting control unit 108 is provided for gener-
ating a plurality of enable signals for a plurality of threshold
values which are provided by the threshold control unit 111.
The counter unit 109 is provided for measuring the cumula-
tive time duration of each enable signal by counting the cycles
of'a clock signal provided by the clock unit 110. According to
the cumulative time durations and the threshold values, the
amplitude-duration distribution processing module 113 gen-
erates an amplitude-duration distribution. In this embodi-
ment, the amplitude-duration distribution processing module
113 is implemented by a programmable logic unit 114, thus,
the amplitude-duration distribution is made in situ to elimi-
nate the need for further massive data transfer and processing.
Preferably, the clock unit 110, threshold control unit 111,
head control unit 112 and the counter unit 109 are the modules
of the programmable logic unit 114, that is all of them also
being implemented by the programmable logic unit 114. Pref-
erably, the programmable logic unit 114 is a programmable
logic device or an embedded microprocessor controlled by
the processor 115. The processor 115 processes the data
received from the programmable logic unit 114 and controls
the magnetic field control unit 105. In addition, the processor
115 calculates a plurality of parameters according to the
amplitude-duration distribution, analyzes the parameters
with a plurality of predetermined criteria and determines the
defects of the magnetic head 100.

Referring to FIG. 2, in an embodiment, the counting con-
trol unit 108 comprises a D/A converter for generating vari-
ous analog signals according to defined threshold values and
one couple of analog comparators working together for com-
paring the amplitude of the filtered signal with the analog
signal successively to produce the enable signals.

Referring to FIG. 3, in another embodiment, the counting
control unit 208 is a multiple-channel unit comprising a D/A
converter for generating various analog signals according to
defined threshold values and several couples of analog com-
parators for comparing the amplitude of the filtered signal
with the analog signals at the same time to reduce the pro-
cessing time. Accordingly, several counter units are provided
to count and store the number of clock cycles generated by the
clock unit 110 elapsed during the enable signal generated by
the different couples of comparators sustains. As shown in
FIG. 4, in another embodiment, the counting control unit 308
further includes an analog envelope detector for obtaining the
envelope of the filtered signal.

Referring to FIG. 5, in still another embodiment, the count-
ing control unit 408 includes an A/D converter for changing
the filtered signal to be digital signal, a digital threshold
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dispatcher for dispatching the threshold values and several
digital comparators for comparing the digital signal with the
threshold values at the same time to produce the enable sig-
nals. Preferably, the counting control unit 408 further com-
prises a digital envelope detector which is set between the
A/D converter and the digital comparators for obtaining the
envelope of the digital signal from the A/D converter and then
sending it to the digital comparators. In another embodiment,
the digital envelope detector and the digital comparator are
the modules of the programmable logic unit.

As indicated above, in this system of the present invention,
combination of comparator, D/A converter (or A/D con-
verter), counter unit and clock unit are used to implement the
time duration measurement, thereby obtaining better perfor-
mance and higher flexibility. Furthermore, the system of the
present invention utilizes programmable logic unit with an
amplitude-duration distribution processing module to gener-
ate a histogram in situ to save data handling time thereby to
reduce the cost.

The present invention further provides a method for mea-
suring the noise of the head in an external time-changing
transverse magnetic field. In this embodiment, this method is
implemented by the system shown in FIG. 1. Now, referring
to FIG. 6 and FIG. 1, the method of the present invention
includes several steps described as follows.

Step S101 is setting a plurality of threshold values. Step
S102 is applying bias current or voltage to the read element of
the magnetic head 100. Concretely, the bias current or voltage
is produced by the reader control unit 101 controlled by the
head control unit 112. Step S103 is applying an external
time-changing transverse magnetic field to the magnetic head
100. Preferably, the time-changing transverse magnetic field
varies in periodic waveform and varies in single cycle or
multiple cycles. As shown in FIG. 7, in this embodiment, the
time-changing transverse magnetic field varies in multiple
cycles, the threshold values sweep with the time-changing
transverse magnetic field. Step S104 is amplifying output
signal from the read element to produce an amplified signal
and filtering the amplified signal to produce a filtered signal.

Step S105 is generating an enable signal for each threshold
value in a predetermined time window by a counting control
means with input signals which includes the filtered signal
and the threshold value. Step S106 is measuring the cumula-
tive time duration of each enable signal. Preferably, measur-
ing the cumulative time duration of each enable signal is
implemented by counting the cycles of a clock signal. In an
embodiment, the step S105 is implemented by analog means.
The counting control means is an analog means shown in FIG.
2,FIG. 3 or FIG. 4. In another embodiment, as shown in FIG.
5, the counting control means is implemented by digital
means. Referring to FIG. 8, at these two steps, each threshold
value is compared with the amplitude of the filtered signal or
the amplitude of the envelope of the filtered signal to produce
the enable signal and then the cumulative time duration of the
enable signal is measured. In other words, for each threshold
value, the cumulative time duration of the tested signal which
exceeds the threshold value is measured by counting the cycle
of the clock signal. After that, Step S107 is implemented to
make an amplitude-duration distribution according to the
cumulative time durations and the threshold values.

The last step S108 is calculating a plurality of parameters
according to the amplitude-duration distribution and analyz-
ing the parameters with a plurality of predetermined criteria
to determine the defects of the magnetic head 100. Preferably,
the parameters comprise a plurality of characteristic values of
the total population or a part of the total population of the
amplitude-duration distribution, referring to FIG. 9 and FIG.
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10. FIG. 9 illustrates two amplitude-duration distributions
generated by the programmable logic unit 114 according to
the method of the present invention. FIG. 10 illustrates each
amplitude-duration distribution of FIG. 9 divided into two
different parts of the total population, e.g., reference popula-
tion for reference range and extreme population for extreme-
value range to implement more accurate defects identifica-
tion. Concretely, the characteristic values at least comprise
the peak amplitude, the normalized energy, the average
amplitude, the RMS and the SNR. In another embodiment,
the parameters comprise the relative relations between the
characteristic values of a part of the total population of the
amplitude-duration distribution and the characteristic values
of'the total population of the amplitude-duration distribution.
In still another embodiment, the parameters comprise the
relative relations between the characteristic values of a part of
the total population of the amplitude-duration distribution
and the characteristic values of another part of the total popu-
lation of the amplitude-duration distribution. The character-
istic values at least comprise the normalized energy and the
average amplitude.

As described above, the method of the present invention
includes measuring the time durations with a plurality of
predetermined thresholds to generate an amplitude-duration
distribution (histogram) inreal time. For each threshold, mea-
sure the time duration of the part of the tested signal which
exceeds the predetermined threshold. Thus, based on the
amplitude-duration distribution, the instability related noise
and background noise of the magnetic head can be measured
respectively to identity true defects accurately.

According to an embodiment of the present invention,
another method is provided for measuring the noise of the
head in a constant magnetic field. This method is similar to the
method shown in FIG. 6. Now, referring to FIG. 11, the
method of the present invention includes several steps
described detail as follows.

Step S201 is setting a plurality of threshold values. Step
S202 is applying bias current or voltage to the read element of
the magnetic head 100. Step S203 is applying an external
constant transverse magnetic field to the magnetic head 100.
Preferably, the field intensity of the external constant trans-
verse magnetic field is zero. Step S204 is amplifying output
signal from the read element to produce an amplified signal
and filtering the amplified signal to produce a filtered signal.

Step S205 is generating an enable signal for each threshold
value in a predetermined time window by a counting control
means with input signals which includes the filtered signal
and the threshold value. Step S206 is measuring the cumula-
tive time duration of each enable signal. Preferably, measur-
ing the cumulative time duration of each enable signal is
implemented by counting the cycles of a clock signal. After
that, Step S207 is implemented to make an amplitude-dura-
tion distribution according to the cumulative time durations
and the threshold values. In an embodiment, the step S205 is
implemented by analog means. The counting control means is
an analog unit shown in FIG. 2, FIG. 3 or FIG. 4. In another
embodiment, as shown in FIG. 5, the counting control means
is implemented by digital means.

The last step S208 is calculating a plurality of parameters
according to the amplitude-duration distribution and analyz-
ing the parameters with a plurality of predetermined criteria
to determine the defects ofthe magnetic head 100. Preferably,
the parameters comprise a plurality of characteristic values of
the total population or a part of the total population of the
amplitude-duration distribution. Concretely, the characteris-
tic values at least comprise the peak amplitude, the normal-
ized energy, the average amplitude, the RMS and the SNR. In
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another embodiment, the parameters comprise the relative
relations between the characteristic values of a part of the
total population of the amplitude-duration distribution and
the characteristic values of the total population of the ampli-
tude-duration distribution. In still another embodiment, the
parameters comprise the relative relations between the char-
acteristic values of a part of the total population of the ampli-
tude-duration distribution and the characteristic values of
another part of the total population of the amplitude-duration
distribution. The characteristic values at least comprise the
normalized energy and the average amplitude.

According to the present invention, still another method is
provided for measuring the noise of the head. This method
combines the two methods mention above. Thus, both of the
magnetic noise and electrical noise can be measured respec-
tively by this method, thereby the true defects of the tested
magnetic head can be identified more accurately. The method
of the present invention includes implementing the steps
S101 to S107 to obtaining plurality of first parameters, imple-
menting the steps S201 to S207 to obtaining plurality of
second parameters; analyzing the relationship between the
first parameters and the second parameters with a plurality of
predetermined criteria to determine the defects of the mag-
netic head 100.

It should be noted that the counter unit 109, the threshold
control unit 111, the clock unit 110 and the head control unit
112 can be implemented by discrete components. It also
should be noted that both of the orders of the steps S101 to
S103 and the steps S201 to S203 can be changed according
the actual operation.

While the invention has been described in connection with
what are presently considered to be the most practical and
preferred embodiments, it is to be understood that the inven-
tion is not to be limited to the disclosed embodiments, but on
the contrary, is intended to cover various modifications and
equivalent arrangements included within the spirit and scope
of the invention.

What is claimed is:
1. A method for measuring noise of a magnetic head, the
method comprising:
setting a plurality of threshold values related to an ampli-
tude of a test signal;
applying a bias current or voltage to a read element of the
magnetic head;
applying an external time-changing transverse magnetic
field to the magnetic head;
amplifying an output signal from the read element to pro-
duce an amplified signal;
filtering the amplified signal to produce a filtered signal;
generating an enable signal for each threshold value in a
predetermined time window by comparing the receptive
threshold values with the amplitude of the filtered signal
or the amplitude of the envelope of the filtered signal;
measuring the cumulative time duration of each enable
signal;
making an amplitude-duration distribution according to
the cumulative time durations and the threshold values;
and
calculating a plurality of parameters according to the
amplitude-duration distribution and analyzing the
parameters with a plurality of predetermined criteria to
determine defects of the magnetic head.
2. The method as claimed in claim 1, wherein the external
time-changing transverse magnetic field varies in a periodic
waveform.
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3. The method as claimed in claim 2, wherein the external
time-changing transverse magnetic field varies in a single
cycle or multiple cycles.

4. The method as claimed in claim 1, wherein comparing
the respective threshold values with the amplitude of the
filtered signal or the amplitude of the envelope of the filtered
signal is performed using analog means or digital means.

5. The method as claimed in claim 1, wherein measuring
the cumulative time duration of each enable signal is imple-
mented by counting the cycles of a clock signal.

6. The method as claimed in claim 1, wherein the param-
eters comprise a plurality of characteristic values of the total
population or a part of the total population of the amplitude-
duration distribution.

7. The method as claimed in claim 6, wherein the charac-
teristic values at least comprise the peak amplitude, the nor-
malized energy, the average amplitude, the RMS and the
SNR.

8. The method as claimed in claim 1, wherein the param-
eters comprise the relative relations between the characteris-
tic values of a part of the total population of the amplitude-
duration distribution and the characteristic values of the total
population of the amplitude-duration distribution.

9. The method as claimed in claim 8, wherein the charac-
teristic values at least comprise the normalized energy and the
average amplitude.

10. The method as claimed in claim 1, wherein the param-
eters comprise the relative relations between the characteris-
tic values of a part of the total population of the amplitude-
duration distribution and the characteristic values of another
part of the total population of the amplitude-duration distri-
bution.

11. A method for measuring noise of a magnetic head, the
method comprising:

setting a plurality of threshold values related to an ampli-

tude of a test signal;

applying a bias current or voltage to a read element of the

magnetic head;

applying an external constant transverse magnetic field to

the magnetic head;

amplifying an output signal from the read element to pro-

duce an amplified signal;

filtering the amplified signal to produce a filtered signal;

generating an enable signal for each threshold value in a

predetermined time window by comparing respective
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threshold values with the amplitude of the filtered signal
or the amplitude of the envelope of the filtered signal;
measuring the cumulative time duration of each enable
signal;
making an amplitude-duration distribution according to
the cumulative time durations and the threshold values;
and

calculating a plurality of parameters according to the

amplitude-duration distribution and analyzing the
parameters with a plurality of predetermined criteria to
determine defects of the magnetic head.

12. The method as claimed in claim 11, wherein the field
intensity of the external constant transverse magnetic field is
Zero.

13. The method as claimed in claim 11, wherein comparing
respective threshold values with the amplitude of the filtered
signal or the amplitude of the envelope of the filtered signal is
performed using analog means or digital means.

14. The method as claimed in claim 11, wherein measuring
the cumulative time duration of each enable signal is imple-
mented by counting the cycles of a clock signal.

15. The method as claimed in claim 11, wherein the param-
eters comprise a plurality of characteristic values of the total
population or a part of the total population of the amplitude-
duration distribution.

16. The method as claimed in claim 15, wherein the char-
acteristic values at least comprise the peak amplitude, the
normalized energy, the average amplitude, the RMS and the
SNR.

17. The method as claimed in claim 11, wherein the param-
eters comprise the relative relations between the characteris-
tic values of a part of the total population of the amplitude-
duration distribution and the characteristic values of the total
population of the amplitude-duration distribution.

18. The method as claimed in claim 17, wherein the char-
acteristic values at least comprise the normalized energy and
the average amplitude.

19. The method as claimed in claim 11, wherein the param-
eters comprise the relative relations between the characteris-
tic values of a part of the total population of the amplitude-
duration distribution and the characteristic values of another
part of the total population of the amplitude-duration distri-
bution.



